
w w w . r a g n i - g r o u p . c o m

Rev. May 27, 2026 - To continually offer the best product possible, we reserve the right to change, without notice, specifications and/or materials.
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ORDERING INFORMATION

MODEL SIZE # OF FIXTURES MOUNTING FINISH

AGL

AGLIÉE Arm
70

Small
1

1 Luminaire
PT-3

Post-Top Mount for 3" OD Tenons
BLK

Black

100

Large
2

2 Luminaires
WM

Wall Mount
BRZ

Bronze

SLV

Silver

WHT

White

RAL #

Custom RAL Color1

1Consult factory for availability of custom options or custom ordering information. 

Factory assistance is available via phone at 1.720.370.0400 or via email at info@ragni-group.com.

AG L I É E
MACHINE WELDED LUMINAIRE BRACKET

DIMENSIONS

MODEL
1 LUMINAIRE 2 LUMINAIRES WALL MOUNT

A B A B A C D

AGLIÉE 70 27 5/9" 24 4/5" 55 1/8" 24 4/5" 27 5/9" 23 2/9" 20"

AGLIÉE 100 39 3/8" 42 5/7" 78 3/4" 42 5/7" 39 3/8" 32 2/3" 27 1/6"
 

Note: All technical specifications in this document are for reference purposes only and remain the intellectual property of RAGNI SAS.  

Specifications are subject to change and must be confirmed through an approved submittal drawing issued by RAGNI prior to any concrete pouring or material production.

GENERAL SPECIFICATIONS
MATERIAL - Bracket is machine welded galvanized steel. 

SIZE - A small (70) and large (100) size are available. 

CONFIGURATION - Designs for one or two luminaires are available. 

LUMINAIRE ATTACHMENT - Luminaire may be suspended from the bracket via a 1" female BSPT connection point. 

MOUNTING - Post-top or wall-mounted options are available. Post-top mount is designed for 3" OD tenons.
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