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ORDERING INFORMATION

MODEL SIZE # OF FIXTURES MOUNTING TILT FINISH

ARCT

ARCTIA Arm
75

Small
1

1 Luminaire
PT-2

Post-Top Mount for 2.38" OD Tenons
5

5° Tilt
BLK

Black

110

Medium
2

2 Luminaires
PT-3

Post-Top Mount for 3" OD Tenons
10

10° Tilt
BRZ

Bronze

150

Large
WM

Wall Mount
SLV

Silver

WHT

White

RAL #

Custom RAL Color1

1Consult factory for availability of custom options or custom ordering information. 

Factory assistance is available via phone at 1.720.370.0400 or via email at info@ragni-group.com.

ARCT IA
MACHINE WELDED LUMINAIRE BRACKET

GENERAL SPECIFICATIONS
MATERIAL - Bracket is machine welded galvanized steel. 

SIZE - Three sizes (75, 110, and 150) are available. 

CONFIGURATION - Designs for one or two luminaires are available in each size. Specify a 5° or 10° tilt. 

LUMINAIRE ATTACHMENT - Luminaire may be laterally mounted from the bracket.  

MOUNTING - Post-top or wall-mounted options are available. Post-top mount is designed for 2.38" or 3" OD tenons.

Specifications continued on next page.
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DIMENSIONS

MODEL
1 LUMINAIRE 2 LUMINAIRES WALL MOUNT

A B A B A C D

ARCTIA 75 29 1/2" 7 7/8" 59" 7 7/8" 28 3/4" 8 2/3" 6"

ARCTIA 110 43 1/3" 11" 86 3/5" 11" 44 2/7" 9 4/9" 7"

ARCTIA 150 63" 15 1/3" 126" 15 1/3" 62 2/7" 9 4/9" 7"
 

Note: All technical specifications in this document are for reference purposes only and remain the intellectual property of RAGNI SAS.  

Specifications are subject to change and must be confirmed through an approved submittal drawing issued by RAGNI prior to any concrete pouring or material production.
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