
Kassio Bollard, inspired by the Domitienne range, 
is crafted for urban and architectural landscapes such 
as parks, plazas, and pathways. It is available in three 
heights—35”, 47”, and 59”—and o�ers single or double head 
con�gurations with 8 or 16 LEDs, delivering a lumen output 
between 800 and 2,300.

Engineered for visual comfort and environmental responsibility, Kassio 
features a BUG rating of B1-U0-G1, supporting dark-sky and light pollution 
regulations. Its sleek form and adaptable design make it a versatile choice for 
enhancing both function and ambiance in public spaces.

  �Three Heights: 3’, 4’, or 5’

  �Holds 1 or 2 Modules,  
up to 96 LEDs.

  �Coordinate Projects with 
Domitienne Range for a 
Matching Aesthetic

IK08
IP66

1000 lm

20600 lm

Zhaga
standard
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SPECIFICATIONS

KASSIO
Physical
Housing Bollard Housing: Galvanized Steel; Luminaire Housing: Cast Aluminum

Lens Tempered Glass (Anti-UV Treated Polycarbonate Available on Request)

Luminaire Sizes and 
Weight

2’ 7.5” 3’ 11.25” 4’ 11”

24.25 Pounds 37.5 Pounds 42 Pounds

Bollard Heights Standard Heights: 2’ 11”, 3’ 11”, 4’ 11” (nominal)

Mounting Secured via Anchor Bolts

Ingress Protection IP66

Impact Resistance IK08 (IK10 Available on Request)

Electrical
Power Consumption From 10.5 to 34.7 Watts

LED Voltage
Standard Input Voltage from 120-277 Volts 

High Input Voltage from 347-480 Volts

Control
Integral LED Driver and Control System: 

On/Off or 0-10v Dimming

Electrical Class I and II

Operating 
Temperature

-40° F to 122° F

Lumen Maintenance L90 B10 > 100,000 Hours

Surge Suppression Optional Surge Suppressor; Standard Electrical Shock Resistance of 6/10 kV (diff/comm)

Photometrics
Number of LEDs 8 or 16 LEDs

CCT 3000K and 4000K Standard; 2200K and 2700K are Available on Request

Delivered Lumen 
Output

From 873 to 4330 Lumens

Ef�cacy 82.2 to 124.8 Lumens per Watt

BUG Rating B1-U0-G1

Certi�cations

NRTL
Luminaire is Certi�ed to North American Safety Standards and Requirements by Nationally Recognized Testing 

Laboratories.

Light Distributions

CCT
# of 

LEDs
Optic

350 mA 500 mA 700 mA

Watts Lumens Ef�cacy B-U-G Watts Lumens Ef�cacy B-U-G Watts Lumens Ef�cacy B-U-G

3000K

8 
LEDs

T1 10.5 956 91.0 1-1-1 14.5 1363 94.0 1-1-1 20 1799 90.0 1-2-1

T2 10.5 927 88.3 0-1-1 14.5 1322 91.2 0-2-1 20 1744 87.2 0-2-1

T3 10.5 957 91.1 0-1-1 14.5 1364 94.1 0-2-1 20 1800 90.0 0-2-2

T4 10.5 963 91.7 0-2-2 14.5 1373 94.7 0-2-2 20 1811 90.6 0-3-2

T5 10.5 873 83.1 0-2-2 14.5 1245 85.9 1-2-2 20 1643 82.2 1-2-2

16 
LEDs

T1 19 1912 100.6 1-2-1 26.5 2398 90.5 1-2-2 34.5 3911 113.4 2-3-2

T2 19 1854 97.6 0-2-1 26.5 2325 87.7 0-2-2 34.5 3533 102.4 1-3-1

T3 19 1914 100.7 0-2-2 26.5 2400 90.6 0-2-2 34.5 3633 105.3 1-3-1

T4 19 1925 101.3 0-3-2 26.5 2414 91.1 0-3-3 34.5 3633 105.3 1-3-2

T5 19 1747 91.9 1-2-2 26.5 2191 82.7 1-2-3 34.5 4104 119.0 3-3-2

4000K

8 
LEDs

T1 10.5 1089 103.7 1-1-1 14.5 1477 101.9 1-1-1 20 1941 97.1 1-2-1

T2 10.5 1056 100.6 0-1-1 14.5 1432 98.8 0-2-1 20 1882 94.1 0-2-1

T3 10.5 1090 103.8 0-2-1 14.5 1478 101.9 0-2-1 20 1942 97.1 0-2-2

T4 10.5 1096 104.4 0-2-2 14.5 1487 102.6 0-2-2 20 1954 97.7 0-3-3

T5 10.5 995 94.8 1-2-2 14.5 1349 93.0 1-2-2 20 1773 88.7 1-2-2

16 
LEDs

T1 19 1781 93.7 1-2-1 26.5 2398 90.5 1-2-2 34.7 4150 119.6 2-3-2

T2 19 1726 90.8 0-2-1 26.5 2325 87.7 0-2-2 34.7 3754 108.2 1-3-1

T3 19 1782 93.8 0-2-2 26.5 2400 90.6 0-2-2 34.7 3908 112.6 1-3-1

T4 19 1793 94.4 0-3-2 26.5 2414 91.1 0-3-3 34.7 3848 110.9 1-3-1

T5 19 1627 85.6 1-2-2 26.5 2191 82.7 1-2-3 34.7 4330 124.8 3-3-1

Options
• Surge protector. 
•  Backlight control.
• NTC sensor.

•  Presence detector.
• Screen printed PC (IK10).

Eco-Design
Luminaire designed in compliance with the environmental criteria of energy ef�ciency, recyclability and interoperability. 

Associate member of the Zhaga consortium, Ragni integrates electronic elements in this product that comply with the Zhaga standard, which 
ensures its scalability and interoperability. 

Member of the Global Compact since 2018, Ragni is committed to working towards the 17 Sustainable Development Goals (SDG 11, 12, 13, 15).

Luminaire guaranteed free of hazardous substances.

Luminaire eligible for the energy savings certi�cate. 

Luminaire compliant with the decree of 27/12/2018 on the prevention, reduction and limitation of light pollution: product con�guration to be de-
�ned according to the nature of the project.
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KASSIO

Single or Double 
Heads

FEATURES AND OPTIONS
MODEL HEIGHT

# OF 
LEDS

CCT
DRIVE 
CURRENT

DISTRIBUTION
LINE
VOLTAGE

FINISH
ANCHOR 
BOLTS

BASE COVER OPTIONS

KAS-1F
Single Head 
Kassio Bollard

S
Small - 
2’ 11”

8
8 LEDs

3
3000K

35
350 mA

T1
Type I

1
120-277v

BLK
Black

AB
Anchor Bolts 
Included

FBC
Full Base Cover

7PIN
7-Pin Photocell 
Receptacle

KAS-2F
Double Head 
Kassio Bollard

M
Medium - 
3’ 11”

16
16 LEDs

4
4000K

50
500 mA

T2
Type II

3
347-480v

BRZ
Bronze

BLANK
No Anchor Bolts

ABC
Anchor Bolt Covers

DIM
0-10v Dimming

L
Large - 
4’ 11”

70
700 mA

T3
Type III

SLV
Silver

BLANK
No Base Cover

LS
Lens Shield

C
Custom1

C
Custom1

T4
Type IV

WHT
White

T5
Type V

WAL
Walnut Wood 
Sublimation

KEN
Kentucky Wood 
Sublimation

ELM
Elm Wood 
Sublimation

PIN
Pine Wood 
Sublimation

RAL #
Custom RAL Color

1Consult factory for custom ordering information. 

Factory assistance is available via phone at 1.720.370.0400 or via email at info@ragnigroupna.com.

ORDERING INFORMATION

Flush Mounted Hinged Door 
Screen-Printed Tempered 

Glass 

Bollard Heights:  
Small (2’ 11”)  

Medium (3’ 11”)  
Large (4’ 11”)

6’

C1 900 C 2 1200 C 3 1500

Kassio Bollard 

Dimensions
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Anchor Bolts Supplied on Request.
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