
MARGO  
BOLLARD
MARGO
BOLLARD

788 lms  
to

2856 lms

IK10
IP66

  2, 3, or 4 Petals with 3 LEDs per Petal

  �3’ 4” Height

  �Customizable Petal Finishes

Inspired by the character of the Margo column, the Margo Bollard brings versatile, contemporary lighting to 
urban and park settings. Its unique design features 2 to 4 sculptural, petal-shaped elements, each capable of 
housing up to 3 light sources—or remaining unlit for a more understated look.  
 
The Margo Bollard complements installations using the original Margo fixture, making it an ideal choice for 
cohesive outdoor lighting plans.  
 
Available in a single 40” pole height, each petal can be customized with a different color, allowing for creative 
and distinctive design expressions.
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MARGO 
SPECIFICATIONS

Physical
# of Petals 2-Petals 3-Petals 4-Petals

# of LEDs 6 LEDs 9 LEDs 12 LEDs

Housing Luminaire: Injected Cast Aluminum; Pole: Galvanized Steel

Mounting Surface Mounted via Anchor Bolts (Provided on Request)

Weight (Pounds) 20 Pounds 22 Pounds 24 Pounds

Effective Projected 
Area (EPA) Rating

0.75 ft2

Ingress Protection IP66

Impact Resistance IK10

Electrical
Power Consumption 6 to 13 Watts 9 to 20 Watts 13 to 27 Watts

LED Voltage
Standard Input Voltage from 120-277 Volts 

High Input Voltage from 347-480 Volts

Control
Optional Lighting Management Systems: Automatic Time-Related Lowering of Intensity with up to 5 Levels, Presence 

Detection Constant Flux, Graduation by Means of Voltage Variation 1-10v, or DALI

Electrical Class II

Operating 
Temperature

-40° F to 122° F

Lumen Maintenance L70 > 80,000 Hours

Certi�cations

NRTL
Luminaire is Certi�ed to North American Safety Standards and Requirements by Nationally Recognized Testing 

Laboratories.

Light Distributions

CCT # of LEDs
350 mA 500 mA 700 mA

Watts Lumens Ef�cacy Watts Lumens Ef�cacy Watts Lumens Ef�cacy

3000K

6 6 788 123 9 1062 114 13 1428 107

9 9 1182 127 14 1592 114 20 2142 108

12 13 1576 123 19 2124 114 27 2856 107

4000K

6 6 788 123 9 1062 114 13 1428 107

9 9 1182 127 14 1592 114 20 2142 108

12 13 1576 123 19 2124 114 27 2856 107

Photometrics
Number of LEDs 6 LEDs 9 LEDs 12 LEDs

CCT/CRI 3000K and 4000K Standard @ 80 CRI

Delivered Lumen 
Output

From 788 to 1428 Lumens From 1182 to 2142 Lumens From 1576 to 2856 Lumens

Ef�cacy From 107 to 123 Lumens per Watt From 108 to 127 Lumens per Watt From 107 to 123 Lumens per Watt

BUG Rating B0-U2-G1

BOLLARD MARGO 
SPECIFICATIONS (CONTINUED)

BOLLARD

DIMENSIONS

12.4” 12.4”
12.4”

39
.7

”

39
.7

”

39
.7

”

12
.8

”

17
.5

”

19
.6

”
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MODEL
# OF 
LEDS

CCT
DRIVE 
CURRENT

LINE
VOLTAGE

FINISH: 
PETAL TOP

FINISH: 
BOTTOM PETAL

FINISH: 
BOLLARD

ANCHOR BOLTS BASE COVER OPTIONS

MAR-B
Margo Bollard

6
6 LEDs
2 Petals

3
3000K

17
175 mA

1
120-277v

BLK
Black

BLK
Black

BLK
Black

AB
Anchor Bolts Included

FBC
Full Base Cover

DIM
0-10v Dimming

9
9 LEDs
3 Petals

4
4000K

35
350 mA

2
347-470v

BRZ
Bronze

BRZ
Bronze

BRZ
Bronze

BLANK
No Anchor Bolts

ABC
Anchor Bolt Covers

12
12 LEDs
4 Petals

C
Custom1

50
500 mA

SLV
Silver

SLV
Silver

SLV
Silver

BLANK
No Base Cover

70
700 mA

WHT
White

WHT
White

WHT
White

C
Custom1

WAL
Walnut Wood 
Sublimation

WAL
Walnut Wood 
Sublimation

WAL
Walnut Wood 
Sublimation

KEN
Kentucky Wood 
Sublimation

KEN
Kentucky Wood 
Sublimation

KEN
Kentucky Wood 
Sublimation

ELM
Elm Wood 
Sublimation

ELM
Elm Wood 
Sublimation

ELM
Elm Wood 
Sublimation

PIN
Pine Wood 
Sublimation

PIN
Pine Wood 
Sublimation

PIN
Pine Wood 
Sublimation

RAL #
Custom RAL 
Color

RAL #
Custom RAL Color

RAL #
Custom RAL 
Color

1Consult factory for custom ordering information. Additional variations are available. 

Factory assistance is available via phone at 1.720.370.0400 or via email at info@ragnigroupna.com.

ORDERING INFORMATION ORDERING INFORMATION
(CUSTOM DESIGN)

PROJECT NAME: .......................................................................................................................................................................

AGENT NAME: ............................................................................................................................................................

QUANTITY OF L  .............................NUMBER OF LED:......................................................

On top

3000 K 4000 K

Side pole or wall mounting
Driver cover

Suspended1. TYPE OF MOUNTING:

2. COLOR TEMPERATURE:

3. NUMBER OF PETALS

5. COLOR(S)

x Mini 3 LED

Presence detector
Petal N°.................

x Mega 3 LED

x Blank mini      
   petal

x Mega 6 LED

x Blank mega      
   petal

4. PETAL ARRANGEMENT*
*Draw desired layout on diagram

3

3

6

6

9

2

2

5

5

8

8

9

1

1

4

4

7

7

On top or suspended mounting
Base + cover: ................................

Wall mounting
Wall support: ................................
Driver cover: .................................

Petal body Petal door

Special Color(s):Standard Color:
BLACK

WHITE
SILVER

or

BRONZE
Write RAL or Special Color 
code for the petal body 
and petal door
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Coordinate Projects with Margo Pole and Column, Available On Our Website
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