
1100 lms
to

5100 lm

   Modular, multifunction and  
smart city support.

   Emblematic and customizable.

  Symmetrical or asymmetrical lighting.

IK10
IP66

Korner is a multifunctional smart city column designed to meet the evolving demands 
of modern urban infrastructure. It combines lighting, custom design, connectivity, 
communication, system management, and security in one sleek, all-in-one solution. 
 
Available with two-sided, four-sided, or spotlight modules, Korner 
supports 8 to 24 LEDs per module, o�ering �exible and e�cient 
lighting performance. In addition to illumination, it features a wide 
array of smart technologies, including USB charging ports, speakers, 
sensors, Wi-Fi, cameras, and way�nding or space-marking functions. 
 
The column’s decorative section is fully customizable, with optional RGBW 
backlighting that enables dynamic visual e�ects and ensures seamless integration into 
any urban landscape.

KORNERKORNER
ZHAGA ZHAGA 

STANDARDSTANDARD
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KORNER
Elegant and design multifunctional bollard, it provides functional or 
architectural lighting, accompanied by various options. The �xing 
�shplates allow to position the modules according to the needs, 
combining city enhancement, management, security, connectivity  
and services. 

BASE 3500 
11’ 5���” Height

BASE 2500 
8’ 2���” Height

BASE 1500
4’ 11” Height

Soft Mobility Plug 

USB Charging 
Station 

LIGHT MARKING
Customizable LED Colors

LIGHT

MANAGEMENT
Light Management Tools 

SPACER
Blank Modules, Available 
in 11���”, 1’ 7���”, and 3’ 3���” 
Heights 

FISHPLATE
The hinge of the Korner, the �shplate allows the assembly of the modules 
and their 360° rotation to achieve the desired con�guration.

SECURITY
Video Monitoring  
System 

DECOR
Decorative Module  
with Personalized  
Cutting and Lighting 

SOUND
Loudspeaker 

WI-FI
WLAN Access Point, WI-FI 
Repeater 

COMMUNICATION
Zhaga Socket, Nema Socket connector... 

Spotlight Modue 360° Module 
Circular Or Asymmetrical 
Lighting 

Area Lighting 
Module

Ecodesign
Luminaire designed in compliance with the environmental criteria  
of energy e�ciency, recyclability and interoperability. 

Associate member of the Zhaga consortium, Ragni integrates electronic 
elements in this product that comply with the Zhaga standard, which ensures 
its scalability and interoperability. 

Member of the Global Compact since 2018, Ragni is committed to working 
towards the 17 Sustainable Development Goals (SDG 11, 12, 13, 15).

Luminaire guaranteed free of hazardous substances.

Luminaire compliant with the decree of 27/12/2018 on the prevention, 
reduction and limitation of light pollution: product con�guration to be de�ned 
according to the nature of the project.

Gobo 

Certi�cations
Luminaire is Certi�ed to North American Safety Standards and Requirements 
by Nationally Recognized Testing Laboratories.
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KORNER KORNER

Anti-UV Treated Polycarbonate 

High Re�ection 
Anodized Aluminum 
Re�ector 

LED Light Sources 

Square Shape with Rounded 
Corners.  
Height: 1’ 7���”

Aluminum

Fishplate 
Anti-UV Treated Polycarbonate 

LED Light Source 

Square Shape with Rounded Corners.  
Height: 2’ 8���”

VentilationAluminum

Fishplate 

Korner  2-Sided Light Module Korner  4-Sided Light Module

Physical
Housing Aluminum

Lens Anti-UV Treated Polycarbonate

Weight 23 Pounds 24 Pounds

Ingress Protection IP66

Impact Resistance IK08

Electrical
Power Consumption 19 to 36 Watts 10 to 52 Watts

LED Voltage
Standard Input Voltage from 120-277 Volts 

High Input Voltage from 347-480 Volts

Electrical Class II

Operating 
Temperature

-40° F to 122° F

Lumen Maintenance L90 B10 > 100,000 Hours

Surge Suppression Standard 6/10 kV Surge Suppression (diff/comm)

Photometrics
Number of LEDs 16 8, 16, or 24

CCT
3000K and 4000K 

2200K, 2700K are also available on request.

Delivered Lumen 
Output

2005 to 3884 Lumens 1131 to 6574 Lumens

Ef�cacy  (lumens per watt) 103 to 112 Lumens per Watt 110 to 133 Lumens per Watt

BUG Rating B2-U1-G2

Beam Angles Type 3, 4, and 5 Distributions

SPECIFICATIONS

Light Distributions

Korner Model # of LEDs
350 mA 500 mA 700 mA

Watts Lumens Ef�cacy Watts Lumens Ef�cacy Watts Lumens Ef�cacy

3000K

4-Sided

8 10 1131 114 14 1549 111 19 2077 110

2-Sided 16 19 2262 120 26 3098 120 36 4154 116

24 27 3392 126 38 4646 123 52 6230 120

4000K

4-Sided

8 10 1192 120 14 1637 117 19 2191 116

2-Sided 16 19 2385 126 26 3274 126 36 4382 122

24 27 3577 133 38 4910 130 52 6574 127

Korner  2-Sided Light Module Korner  4-Sided Light Module
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Positioned at the top of the Korner, this IK10 module can be 
equipped with a 5 or 7-pin Zhaga Socket or 4-pin NEMA Socket 
connectors with sealing caps. This allows the integration of an 
intelligent communication and management system.
Weight: 13.2 Pounds
Position: Top Only

Positioned between 9’ 10���” and 14’ 9���”, this IP54, IK08 module can be equipped with 1 or 2 180° sensors which covers 32’ 
distance. Driven by a DALI driver, it allows detection, lowering, delay, constant luminous �ux and light train type operation. 
Weight: 17.6 Pounds
Position: Between 9’ 10���” and 14’ 9���”

This IP66 module allows wireless internet access and adds an additional access solutions to the existing networks. 
Features two internal antennas (MIMO). IEEE 802.11 a/b/g/n 2.4GHz and 5GHz up to 300mb/s.  

Transmission speed: 10/100mb/s. 
Weight: 17.6 Pounds

Position:  6’ 8���” or Higher

KORNER KORNER

Anti-UV Treated 
Polycarbonate 

LED Light Sources 

Square Shape with Rounded Corners.  
Height: 1’ 7���”

Aluminum Housing

Fishplate

Communication Module 

Light Detection Module

Wi-Fi Module 

Point-to-Point 
Connection 

Socket

Services

Wi-Fi Access Point Wi-Fi Repeater 

WI�FI

Time-Out 

Light at 70% 100% light 50% light 

Approach Detection 

Korner  Spotlight Module

Physical
Housing Aluminum

Lens Anti-UV Treated Polycarbonate

Weight 23 Pounds

Ingress Protection IP66

Impact Resistance IK10

Electrical
Power Consumption 17.5 Watts

LED Voltage
Standard Input Voltage from 120-277 Volts 

High Input Voltage from 347-480 Volts

Electrical Class III

Operating 
Temperature

-40° F to 122° F

Lumen Maintenance L90 B10 > 60,000 Hours

Surge Suppression Surge Protection Available in Base Module

Photometrics
CCT 3000K and 4000K, or RGBW

Delivered Lumen 
Output (Static White)

1750 to 1906 Lumens

Ef�cacy 100 to 109 Lumens per Watt

Beam Angles 10°, 25°, 40°, 115°

SPECIFICATIONS

1’
 3

���
”

1’
 7

���
”

1’
 9

���
”

1’
 1

1�
��”

2�
��”

Spotlight Orientation
Front View Side View

Mechanical Limits 360° +90° / -90°

Interior Module Limits
+90° / -90° 

0° 
180°

40° 
30° 
40°
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Open face USB charging station is composed of 2 sets of 2 backlit USB 
ports and 2 pockets to hold charging devices. Located in the Korner Base 
Module.
•  Input 24 v DC
•  Output 5 v 2.1 A max DC 

The camera module o�ers three camera options: 180° Internal Mount, 180° Surface Mounted, and 360° External Arm Mount. Camera Module is IP66 and 
IK10 rated. HDTV 1080P with zoom and remote focus options. Lightweight storage with video compression. 
Position: 6’ 8���” or Higher; 2 cameras maximum per column. 

KORNER KORNER
USB Charging Station

Soft Mobility Recharging 

Camera Module

The socket for soft mobility vehicles accessible to all can be integrated into 
the Base Module to allow recharging of bicycles, electric scooters, etc.
•  250 V - 16 A - 2P + T
•  Residual Di�erential Device (RDD) 30mA
•   Cover with locking ring: When the cover is open, plugged  

or unplugged, the socket is IP55. When the cover is closed and the ring 
locked, the socket is IP66/67. 

180° SURFACE MOUNTED CAMERA 
Zoom: Remote Zoom and Focus

Horizontal Field of View: 92° - 34°, Vertical: 50° - 20°
Weight: 20 Pounds
Module Height: ~1’

360° EXTERNAL CAMERA 
Zoom: 23x/32x Optical Zoom
Coverage Angle: 360° Continuous Panning
Protection Index: IP66
Shock Resistance: IK10
Excellent Light Sensitivity
Weight: 25 Pounds
Module Height: ~1’ 

180° INTEGRATED CAMERA 
Zoom: Remote Zoom and Focus
Horizontal Field of View: 92° - 34°, Vertical: 50° - 20°
Weight: 20 Pounds
Module Height: ~1’

Turn Korner into a sound system witha speaker module, holding up to 4 speakers. This module allows direct and e�cient 
communication with users.

Number of Speakers: 1, 2 (at 90° or 180°), 3, or 4
Power: 50 Watts Maximum
Frequency: 90 - 19000 Hz

Sound: 90dB
Protection Index: IP65

Size: ~1’
Weight: 17.6 Pounds

Speaker Module

1 Loudspeaker 2 Loudspeakers 3 Loudspeakers 4 Loudspeakers 

90° 180°
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KORNER KORNER

POLLUTING GASES 

FINE PARTICLES 

ATMOSPHERIC 
PRESSURE

NOISE 

RELATIVE HUMIDITY 

TEMPERATURE 

This module monitors a variety of environmental conditions including the presence of harmful gases, �ne particulates, noise and other pollutants. Mitigation 
methods are available to protect the environment.

The integration of the birdhouse inside a 1’ 7���” module allows small birds, such as chickadees or sparrows, to be accommodated. Designed in collaboration 
with a wildlife conservation association, the diameter of the entrance hole and the volume of the interior of the birdhouse has been calculated to allow birds 
to pass through without providing access to predators. As nesting sites are becoming increasingly rare, the birdhouse module can be used in both urban and 
rural areas and helps to contribute to the development of biodiversity. 

Environmental Detection Module Birdhouse Module 

Openings for incoming and 
outgoing air �ows 

ø1���” Opening for Small Birds

Overhang to Protect  
from Weather 

Larch Wood Facade, 
Treated with Organic 
Linseed Oil 

This 1’ 7���” environmental module adds air quality monitoring to 
the Korner column. It collects environmental data and allows for 
the conversion of raw data into usable information via a software 
platform provided by others.

• Dashboards with key business KPIs 
• Advanced data processing/analytics 
• Customized alarms and real-time alerts
• Advanced and expert reports 
• API integration into Smart City platforms

Korner City Network 

Dedicated Management Platform 

Smart City Customer Platform (tra�c  
management, video surveillance...)

API
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DMX controlled RGBW or �xed color light marking module for way�nding or crowd control. 
Protection Level: IP66
Shock Resistance: IK10

Weight: 6.6 Pounds
Height: 9���”

The decorative module has been designed to create a dynamic and personalised lighting atmosphere. 3 cutting patterns 
are available as standard: Rose, Stone, or Nature. Custom patterns are also available on a 2’ 9���” x 4���” surface, subject to 
design approval. Several backlighting color options are available utilizing DMX control: Red, Green, Blue, RGBW, Amber, 
3000K, or 4000K. Patterns are cut on 4 sides as standard, with the option to cut on 1, 2 (at 90° or 180°), or 3 sides only. 
Protection Level: IP66
Shock Resistance: IK10
Weight: 26.5 Pounds
Height: 3’ 5”

KORNER KORNER
Light Marking ModuleDecorative Module 

ROSE 
CUSTOM STONE NATURAL 
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KORNER
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80
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35
00

2-Sided Lighting / GOBO / 
Spotlight Module

4-Sided 
Lighting 
Module

Decorative Module 

Base 2500 Base 1500 

Access Door

Base 3500 

Light Marking Module 

Camera / Speaker / 
Communication / Wi-Fi / 
Detection Module

MAXIMUM POSSIBLE HEIGHT: 19’ 8���”

KORNER
GOBO Module 
Select KORNER equipped with an integrated GOBO module for striking visual e�ects. Customize your projections with ease to create the perfect 
ambiance for your events or add information on �oors and walls. Transform any space into a dynamic and captivating light show. Enjoy a versatile and user-
friendly solution to illuminate your evenings. 
Power Consumption: 40 Watts
Protection Level: IP64
Shock Resistance: IK10
Weight: 20 Pounds
Height: 1’ 9���”
Position: Between 13’ 1���” and 19’ 8���”. For maximum GOBO e�ciency, it is not recommended to install the GOBO Module below light sources.

Creation of customized projected visuals: Logos, 
messages, decorative motifs, etc. GOBO lenses are 
custom designed.

Gobo projector in black, gray or white. Custom RAL colors on request. 

Adjustment Range: -65° to 0°

Mounting Details

30
0 200

22 x 33

Biseau de repérage côté porte 
/ Door-side marker bevelDoor-Side Marker Bevel

Soil Insert Versions

Corrosion 
Protection 

Cable 
Passage

DIMENSIONS

4���”
4’ 11”

2’ 7���”

11’ 5���”

11
���” 7
��”

+2”

2”

6”

1’ 4���”

3’
 3

���
”
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KORNER KORNER
ORDERING INFORMATION

Note: Korner Modules are ordered separately.

BASE MODULE HEIGHT FINISH ACCESSORIES BASE MOUNTING

KORP
Korner Pole/Base Module

1500
4’ 11” Base Module

BLK
Black

USB
USB Charging Ports

ST
Standard Base - External Flange

AB
Anchor Bolts

2500
8’ 2���” Base Module

BRZ
Bronze

SC
Soft Charging Ports

EM
Embedded Base - Internal Flange

FBC
Full Base Cover

3500
11’ 5���” Base Module

SLV
Silver

WHT
White

RAL #
Custom RAL Color

LIGHT MODULE # OF LEDS CCT DRIVE CURRENT DISTRIBUTION

2SL
2-Sided Light Module (16 LEDs only)

8
8 LEDs

3
3000K

35
350 mA

T3
Type 3 Distribution

4SL
4-Sided Light Module

16
16 LEDs

4
4000K

50
500 mA

T4
Type 4 Distribution

24
24 LEDs

70
700 mA

T5
Type 5 Distribution

SPOTLIGHT MODULE CCT BEAM ANGLE

SPL
Spotlight Module

3
3000K

SP
Spot 10°

4
4000K

NB
Narrow 25°

R
Red

MB
Medium 40°

G
Green

WB
Wide Beam 115°

B
Blue

COMMUNICATION MODULE SOCKET

COM
Communication Module

NS
NEMA Socket

ZS
ZHAGA Socket

SPACER MODULE HEIGHT

SPC
Spacer Module

300
11���” 

500
1’ 7���” 

1000
3’ 3���”SPEAKER MODULE # OF SPEAKERS

SPK
Speaker Module

1
1 Speaker

2-90
2 Speakers @ 90°

2-180
2 Speakers @ 180°

3
3 Speakers

4
4 Speakers

LIGHT DETECTION MODULE QUANTITY

DET
Detection Module

1
1 Sensor

2
2 Sensors @ 180°

LIGHT MARKING MODULE CCT

MRK
Light Marking Module

3
3000K

4
4000K

RGBW
RGBW w/ DMX by Others

R
Red

G
Green

B
Blue

ORDERING INFORMATION

WI-FI MODULE

WIFI
Wi-Fi Module

CAMERA MODULE TYPE

CAM
Camera Module

INT
Integrated Camera (180° View)

SF
Surface Mounted Camera (180° View)

REM
Remote Camera (360° View)

BIRDHOUSE MODULE

BIRD
Birdhouse Module

DECORATIVE MODULE DESIGN BACKLIGHT # OF CUT SIDES

DC
Decorative Module

R
Rose

N
None

1
1 Cut Side

N
Natural

3
3000K

2
2 Cut Sides

S
Stone

4
4000K

3
3 Cut Sides

CUSTOM
Consult Factory for Custom Designs.

RGBW
RGBW w/ DMX by Others

4
4 Cut Sides

R
Red

G
Green

B
Blue

For custom ordering information, or for assistance in con�guring your KORNER system, consult our factory. 

Factory assistance is available via phone at 1.720.370.0400 or via email at info@ragnigroupna.com.

Click Here to Con�gure Your KORNER 
or, visit our website: https://korner.ragni.com/
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