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Rev 2026.01.13 - To continually offer the best product possible, we reserve the right to change, without notice, specifications and/or materials.
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ORDERING INFORMATION 

MODEL HEIGHT # OF FIXTURES
FIXTURE 

MOUNTING
FINISH BASE COVER

ANCHOR 

BOLTS
OPTIONS

IRO
Iro Curved Pole

400
13' 1"

1F
One Fixture

LT
Lateral

BLK
Black

FBC
Full Base Cover

AB
Anchor Bolts Included

FEST
Festoon Provision

500
16' 5"

2F
Two Fixtures

SUS
Suspended

BRZ
Bronze

ABC
Anchor Bolt Covers

LAB
Anchor Bolts 

Excluded

DL
Decoled1

600
19' 8"

SLV
Silver

DS
Decospike1

700
23'

WHT
White

800
26' 3"

RAL #
Custom RAL Color1

900
29' 6"

1000
32' 10"

1Consult factory for custom ordering information. 

Factory assistance is available via phone at 1.720.370.0400 or via email at info@ragni-group.com.

I R O
CURVED POLE WITH LATERAL OR SUSPENDED ARM

DIMENSIONS 

C

B

A

lbs

MODEL HEIGHT
ARM 

LENGTH

PEDESTRIAN 

LIGHT 

HEIGHT

HANDHOLE BASE FOUNDATION

BOLT 

CIRCLE

ANCHOR 

BOLTS

WEIGHT 

(lbs.)
A B C WIDTH

CENTER 

TO 

CENTER

WIDTH HEIGHT

400 13' 1"

Lateral:  
12"

Suspended: 
20"

N/A

20"

16"

3"

12" 8" 16"

20" 4.03"

ø3/4" x 17" x 3"

101

500 16' 5" 24" 4.53" 126

600 19' 8"
13'

32" 5.09" 159

700 23'

20" 16" 12" 20"

32" 5.56"

ø1" x 36" x 4"

205

800 26' 3"
16'

35" 6.20" 243

900 29' 6" 39" 6.77" 291

1000 32' 10" 20' 43" 7.13" 333
 

Note: The dimensions provided are suggested for a solid, non-reinforced concrete foundation based on the Andree & Norsa formulation, designed to withstand a background pressure of 2 bars, 

with a concrete density of 2400kg/m3. The concrete base is not supplied by RAGNI and remains the responsibility of the Contractor. 

All technical specifications in this document are for reference purposes only and remain the intellectual property of RAGNI SAS.  

Specifications are subject to change and must be confirmed through an approved submittal drawing issued by RAGNI prior to any concrete pouring or material production.

PC: Pole Cap -  
Without Threaded Holes

DS or DL for 
Pole Top Accessory

Standard or 
Custom RAL Finish

Optional  
Pedestrian 
Level Light

Suspended Arm 
(1" BSPT Female)

Lateral Arm 
ø2.38" w/ 5° Tilt

 PC: Pole Cap- without threaded 
holes

 DS or DL for  Pole Top Accessory

Option for  

Pedestrian Light

Finish choices 

Standard or Custom 

RAL


