
NIGHTNIGHT
LOUNGELOUNGE

Transform rooftops, courtyards, and public spaces with the Night Lounge—a sleek, multifunctional pergola 
designed to blend style, innovation, and functionality. Fully customizable in length, height, �xtures, and smart 

city modules, it seamlessly adapts to your vision.

Choose from three stunning standard models or personalize every detail, from lighting and security to com-
munication and advanced controls. The Night Lounge isn’t just a structure—it’s an experience. Create the 

perfect ambience while enhancing both aesthetics and functionality.

  Fully Customizable and Modular   3 Standard Models  Smart City Compatible
11400 lm

34300 lm

Zhaga
standard

IK08
IP66
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NIGHT LOUNGE

Dimensions
3250

3000
38

66

72
0

14°

Aluminum

Diffusing PMMA
Physical

Model  1 Model  2 Model  3

Pole & Luminaire 
Material

Cast Aluminum

Lens Di�used PMMA

System Weight*
265 Pounds 485 Pounds 661.5 Pounds

*Note: System Weight is based on the dimensions of the systems on pages 4, 5, and 6. 
Weight varies based on custom sizes and accessories.

Ingress Protection IP66

Impact Resistance IK08

Electrical
Power Consumption 120 Watts 238 Watts 357 Watts

LED Voltage Standard Input Voltage from 120-277 Volts or High Input Voltage from 347-480 Volts

Control
Integral LED Driver and Control System. Features Automatic Adjustment, CLO, 100% to 0% Dimming via Voltage Variation, 

DALI, or Zhaga D4i.

Electrical Class I and II

Operating Temperature -40° F to 122° F

Lumen Maintenance L90 B10 > 100,000 Hours

Surge Suppression Optional Surge Suppressor; Standard Electrical Shock Resistance of 6/10 kV (di�/comm)

Photometrics
LEDs 80 LEDs per 8’ 2���” Linear Module

CCT
3000K and 4000K Standard. 

Amber, 2200K, 2700K and 5700K are available upon request.

Delivered Lumen Output 11421 Lumens per 8’ 2.43” Linear Module

E�cacy 96 Lumens per Watt

BUG Rating B2-U1-G1

Certi�cations
NRTL NRTL Certi�cation Pending.

Model 1
Aluminum

10’ 8”

12
’ 8

���
”

9’ 10���”

14°

2’
 4

���
”

Options
Loudspeakers, Two-Tone Finish, Light Marking, Charging Station, Birdhouse, WiFi, Spotlights, GOBO Projectors, Security Cameras, Light Sensors, Zhaga or 

Nema Sockets, Environmental Sensors, Light Ring on Horizontal Crossbar or Stand, Tilt up to 30°
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Model 2

Dimensions
6250

3250

38
66

43
68

3000

Diffusing PMMA

Aluminum

Aluminum

20’ 6”

10’ 8”

12
’ 8

���
”

9’ 10���”

14
’ 4

”

Model 3

Aluminum

Aluminum

Diffusing PMMA

6250

3250

38
66

43
68

3000

30’ 4���”

10’ 8”

12
’ 8

���
”

9’ 10���”

14
’ 4

”
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w w w . r a g n i - g r o u p . c o m

Modularity

Extensions
Featuring ball-and-socket joints, 
Night Lounge can be arranged in 
any of these 3 orientations to meet 
the needs and expectations of every 
project.

Linear Lighting

Spotlights

Circular 
Lighting

Suspended 
Luminaires

GOBO

Security Cameras

Soft Mobility Plug

Environmental 
Sensor

Birdhouse
WiFi

Light Marking

USB Charging 
Station

Communication
Management

Night Lounge can be 
customized to suit your 
project. Length, height, 
color, ambience modules, 
and much more give you 
free rein to create an 
inviting space without 
disturbing the existing 
environment.

Thanks to its scalability, 
Night Lounge can be 
expanded over the long 
term by adding additional 
modules. 

Variable Height 
from 11’ to 16’ with 
Customizable 
Modules
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LIGHTING

Pole Mounted

Suspended

The following is a selection of Ragni Luminaires that are compatible with Night Lounge. 

Click on the images below to view a dedicated spec sheet for each luminaire.

MARGO Mini & Mega

LAMPION 
Mini

ATINIA SLIM
6600

CIRKO
Suspended

URBANE

1016

27
4

10
0 380

18
5

17
0

838

50 90Dimensions
Dimensions

180

C

A

B

85

67

A Total Crossbar Length 4’ 1���” 7’ 4���” 10’ 8” 12’ 3���” 15’ 7” 18’ 10���”

B Mounting Center Distance 3’ 3���” 6’ 6���” 9’ 10���” 11’ 5���” 14’ 9���” 18’ ���”

C Luminaire Length 1’ 7���” 4’ 11” 8’ 2���” 2 x 4’ 11” 2 x 6’ 6���” 2 x 8’ 2���”

Light Ring
Diameter 2’ 9” or 3’ 4”

Materials
Housing Aluminum

Lens Silicone

Mounting Suspended or Pole-Mounted

Ingress Protection Rating IP65

Impact Rating IK08

Operating Temperature -40° F to 122° F

Electrical Class I and II

Lumen Maintenance L90 B10 > 100,000 Hours

CCT
Static White 2200K, 2700K, or 

3000K or Dynamic White

Power Consumption
ø2’ 9” ø3’ 4”

38 Watts 46.4 Watts

Delivered Lumens 2240 Lumens 2740 Lumens

E�cacy 59 Lumens per Watt

2” 3���”

6�
��”

7�
��”

ø2’ 9”

10
���

”

ø3’ 4”

4”

1’ 3”

Light Distributions

Length
Power 

Consumption
Delivered 
Lumens

E�cacy

1’ 7���” 26 2284 90

3’ 3���” 49 4568 93

4’ 11” 73 6853 94

6’ 6���” 96.3 9137 95

8’ 2���” 119.7 11421 95

Linear Luminaire
The main linear luminaire length can reach up to 16’ 4���” between 2 uprights.

Lengths 1’ 7���”, 3’ 3���”, 4’ 11”, 6’ 6���”, 8’ 2���”

Materials
Housing Cast Aluminum and Stainless Steel

Lens Di�used PMMA

Mounting Integral to Linear Bar

Ingress Protection Rating IP66

Impact Rating IK08

Operating Temperature -40° F to 122° F

Electrical Class I and II

Lumen Maintenance L90 B10 > 100,000 Hours

CCT 2200K, 2700K, 3000K, or 4000K

7”

3�
��”

A

B

C

2�
��”
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LIGHTING

The Gobo projector lets you stand out from the crowd. Project customized 
light patterns, text or logos in full color under the Night Lounge structure.Visual landmark in the night - can be controlled synchronously with 

other modules and o�ers in�nite color variation thanks to RGBW with 
DMX control or �xed-color LEDs.

GOBO Projector
Light Marking

Dimensions

Available in two versions: Irys Mini (1 LED) and IRYS Mega (1 to 3 LEDs) are available on Night Lounge in a pole-mounted or suspended 
version. They can be Tilted from -10° to +108° and rotated 360°. With a range of accessories to optimize its functionality and/or modulate its 
projection, the Irys Range o�ers both original and nuanced lighting designs, thanks in particular to its di�erent optics, a wide variety of color 
temperatures, and the possibility of RGBW lighting.

Irys Mega
Diameter ø9���”

Materials
Housing Aluminum

Lens Tempered Glass

Mounting Suspended or Pole-Mounted

Ingress Protection Rating IP66

Impact Rating IK08

Operating Temperature -40° F to 122° F

Electrical Class I and II

Lumen Maintenance L90 B10 > 100,000 Hours

CCT 2200K, 2700K, 3000K, or 4000K

Power Consumption From 15 to 56 Watts

Delivered Lumens From 1392 to 6066 Lumens

E�cacy Up to 111 Lumens per Watt

Beam Angles Narrow 34°, Medium 57°, Wide 73°

Click here or scan the QR code below to view the dedicated Irys spec sheet.

Irys Spec Sheet

Irys Mini
Diameter ø6”

Materials
Housing Aluminum

Lens Tempered Glass

Mounting Suspended or Pole-Mounted

Ingress Protection Rating IP66

Impact Rating IK08

Operating Temperature -40° F to 122° F

Electrical Class I and II

Lumen Maintenance L90 B10 > 100,000 Hours

CCT 2200K, 2700K, 3000K, or 4000K

Power Consumption From 15 to 29 Watts

Delivered Lumens From 1392 to 2689 Lumens

E�cacy Up to 102 Lumens per Watt

Beam Angles Narrow 34°, Medium 57°, Wide 73°

Click here to view the dedicated Irys spec sheet.
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COMMUNICATION
& BIODIVERSITY

Wi-Fi

Speaker

Management Solutions

Birdhouse

A real communications tool, the Wi-Fi module is installed high 
up on a Night Lounge vertical. It enables Internet access via Wi-
Fi, adding an additional access solution to your existing network.

Wi-Fi Access Point:

• Two Internal Antennas (MIMO)

• IEEE 802.11 a/b/g/n 2.4 GHz and 5 GHz up to 300 MBit/s

• RJ45: for LAN, Web, http/https

• Transmission speed: 10 / 100 MBit/s

• Functions: Access Point / Client Adapter / Repeater

Transform Night Lounge into sound systems by adding 1 or more loudspeakers. Whether providing a 
musical ambience or relaying information, your column complements its qualities with an active function, 
enabling users to enjoy the city's infrastructure in a di�erent way.

Technical Speci�cations:

• IP65

• Maximum Power: 50 W

• Nominal Impedance: 4 Ohm

• Frequency Response: 90 - 19000 Hz

• Main Sound Level: 90 dB (1 W / 1 m)

Thanks to intelligent management tools, adapt the lighting of your 
Night Lounge.

Equip your structure with a Zhaga or Nema Socket, or control the 
Night Lounge from your computer.

The birdhouse is designed to accommodate small birds such as chickadees and 
sparrows. Designed in collaboration with a wildlife conservation association, the 
diameter of the entrance hole and the internal volume of the "letter-box" style nesting 
box have been calculated to let birds through without allowing predators access. With 
nesting sites becoming increasingly rare, the nesting box can be used in the city as well 
as in the countryside, helping to promote the return of biodiversity.

Motion and infrared sensors are also available to allow 
the Night Lounge to be switched on automatically, and 
only when necessary.

On-O� Functionality, 0-10v Dimming, time-out, light 
train: Night Lounge o�ers a sustainable solutions for a 
variety of requirements.

• 1 or 2 180° Detectors Available

Night Lounge allows interaction with the outside world in a number of ways.

WiFi access, a loudspeaker module, remote control management, and the ability to change the lighting color 
to adapt to the natural environment are just some of the ways that make this structure a space of well-being 
for all users, while respecting nocturnal �ora and fauna.
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SECURITY RECHARGE
Night Lounge o�ers options to monitor air quaility, recharge electronic devices, and ensure safety 
with available security cameras.

Security Camera

Soft Mobility Socket

Add a video protection system to your con�guration from our selection, or take advantage of 
our technical advice to de�ne compatibility with your proprietary security equipment.

A socket for soft mobility vehicles, accessible to all users, can be integrated into the foot of the 
Night Lounge to enable recharging of bicycles, electric scooters, etc.

INTEGRAL 180° CAMERA

180° SURFACE MOUNTED CAMERA

360° EXTERNAL CAMERA
• Zoom: Remote Zoom and Focus

•  Horizontal Field of View: 92° - 34°, vertical: 
50° - 20°

• Protection Index/Class: IP66

• Impact Resistance: IK10

• 250 V - 16 A - 2P + T

• Residual Current Device (RCD): 30 mA

•  Cover With Locking Ring: When the cover is open, in or 
out of connection, the socket is IP55. When the cover is 
closed and the ring is locked, the socket is IP66 / 67.

• Zoom: Remote Zoom and Focus

• Horizontal Field of View: 92° - 34°, vertical: 50° - 20°

• Protection Index/Class: IP66

• Impact Resistance: IK10

• Zoom: Optical 23x/32x

• Angle of Coverage: 360° continuous panning

• Protection Index/Class: IP66

• Impact Resistance: IK10

• Excellent Light Sensitivity and Video Analysis

Environmental Sensor

USB Charging Station

The environmental module adds an air quality 
monitoring function to Night Lounge. It collects 
environmental data and transforms raw data into 
usable information via a third party software platform.

The USB charging station, accessible to all, features 2 
backlit charging ports and 2 slots for your smartphone. 

It �ts neatly onto the stand, making Night Lounge a 
stop-o� point on your journey, whether you're taking a 

break or on the move.

• Dashboard With Key Indicators

• Advanced Data Processing and Analysis

• Tailor-Made/Bespoke Alerts in Real Time

• Advanced and Expert Reports

• API Integration Into Third-Party Smart City 

• Input 24 V DC

• Output 5 V 2.1 A max DC

w w w . r a g n i - g r o u p . c o m

 M
U

LT
IF

U
N

C
T

IO
N

A
L 

A
R

E
A

 L
IG

H
T

IN
G

 S
Y

S
T

E
M

|
  

N
IG

H
T

 L
O

U
N

G
E

w w w . r a g n i - g r o u p . c o m

 M
U

LT
IF

U
N

C
T

IO
N

A
L 

A
R

E
A

 L
IG

H
T

IN
G

 S
Y

S
T

E
M

|
  

N
IG

H
T

 L
O

U
N

G
E

1615



Rev 20250721 - To continually o�er the best product possible, we reserve the right to change, without notice, speci�cations and/or materials.Rev 20250721 - To continually o�er the best product possible, we reserve the right to change, without notice, speci�cations and/or materials.

 M
U

LT
IF

U
N

C
T

IO
N

A
L 

A
R

E
A

 L
IG

H
T

IN
G

 S
Y

S
T

E
M

|
  

N
IG

H
T

 L
O

U
N

G
E

w w w . r a g n i - g r o u p . c o m

 M
U

LT
IF

U
N

C
T

IO
N

A
L 

A
R

E
A

 L
IG

H
T

IN
G

 S
Y

S
T

E
M

|
  

N
IG

H
T

 L
O

U
N

G
E

1817



Rev 20250721 - To continually o�er the best product possible, we reserve the right to change, without notice, speci�cations and/or materials.Rev 20250721 - To continually o�er the best product possible, we reserve the right to change, without notice, speci�cations and/or materials.

STRUCTURE
Dimensions

Standard Openwork

Cross Sections

Joints

35
00

80
0

25
40

0

180

13
00

40
00

/4
50

0/
50

00

80
0

25

180

30
0 200

22 x 33

Biseau de repérage côté porte 

72
0

14°

16
70

30°

Tilt up to 14° with standard 
joint.

X: Varies based on leg height and crossbar length.

Tilt up to 30° with Openwork 
joint.

7”

7”

11
’ 5

���
”

2’
 7

���
”

1’
 3

���
”

1”

7
��”11
���”

1���” x ���”

13
’ 1

���
” 

/ 1
4’

 9
���

” 
/ 1

6’
 4

���
”

2’
 7

���
”

4’
 3

���
”

1”

Dimensions
180

C

A

B

85

67

A Total Crossbar Length 4’ 1���” 7’ 4���” 10’ 8” 12’ 3���” 15’ 7” 18’ 10���”

B Mounting Center Distance 3’ 3���” 6’ 6���” 9’ 10���” 11’ 5���” 14’ 9���” 18’ ���”

7”

3�
��”

A

B

Luminaire Length, if Equipped

2�
��”

1’ 2���”
7”

4”
8�

��”
9�

��”
8�

��”

1’ 2���”
7”

4”
8�

��”

14° 30°

X

X
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MODEL HEIGHT FINISH ANCHOR BOLTS BASE COVER CONTROL OPTIONS SYSTEM OPTIONS

NL-P
Night Lounge Pole

12
12’

BLK
Black

AB
Anchor Bolts Included

FBC
Full Base Cover

PC
Photocell

LM-CCT
Light Marker (Enter CCT)

13
13’

BRZ
Bronze

BLANK
No Anchor Bolts

ABC
Anchor Bolt Covers

7PIN
7-Pin Photocell

GB
GOBO Projector

15
15’

SLV
Silver

BLANK
No Base Cover

DIM
0-10v Dimming

WF
WiFi Module

16
16’

WHT
White

MS
Motion Sensor

SP
Speaker

C
Custom1

RAL #
Custom RAL Color

GFI
GFCI Receptacle

CAM-INT
Integrated Camera (180°)

CAM-SF
Surface Mount Camera (180°)

CAM-REM
Remote Camera (360°)

BH
Birdhouse

USB
USB Charging Ports

1Consult factory for custom ordering information. 

Factory assistance is available via phone at 1.720.370.0400 or via email at info@ragnigroupna.com.

PART ONE: Base Structure - Poles
Complete the following ordering information �rst to determine your structure selection. 
Then, continue to the subsequent ordering sections.

ORDERING INFORMATION

MODEL LENGTH CCT DRIVE CURRENT
LINE
VOLTAGE

FINISH

NL-LB
Night Lounge Linear Light Bar

2
2’

3
3000K

35
350 mA

1
120-277v

BLK
Black

3
3’

4
4000K

50
500 mA

3
347-480v

BRZ
Bronze

5
5’

C
Custom1

70
700 mA

SLV
Silver

7
7’

C
Custom1

WHT
White

8
8’

RAL #
Custom RAL Color

LINEAR LIGHT BAR

MODEL SIZE CCT DRIVE CURRENT
LINE
VOLTAGE

FINISH

NL-RL
Night Lounge Ring Light

S
2’ 9” Outer Diameter

3
3000K

35
350 mA

1
120-277v

BLK
Black

M
3’ 4” Outer Diameter

4
4000K

50
500 mA

3
347-480v

BRZ
Bronze

C
Custom1

70
700 mA

SLV
Silver

C
Custom1

WHT
White

RAL #
Custom RAL Color

RING LIGHT

SPOT LIGHT

MODEL SIZE
# OF 
LEDS

CCT
DRIVE 
CURRENT

DISTRIBUTION
LINE
VOLTAGE

BODY 
FINISH

FACE PLATE 
FINISH

FACE CAP 
FINISH

OPTIONS

NL-IRY
Irys Spotlight for 
Night Lounge

S
Mini; 1 LED

1
1 LED

3
3000K

35
350 mA

10
34° Narrow Beam

1
120-277v

BLK
Black

BLK
Black

BLK
Black

CAN-XX
Cannon/Snoot
Replace “XX” with Finish

L
Mega; 1 to 3 
LEDs

2
2 LEDs

4
4000K

50
500 mA

11
57° Medium Beam

3
347-480v

BRZ
Bronze

BRZ
Bronze

WHT
White

CAP-XX
Cap/Visor 
Replace “XX” with Finish

3
3 LEDs

RGBW
RGBW*

70
700 mA

12
73° Wide Beam

SLV
Silver

SLV
Silver

DIM
0-10v Dimming

C
Custom1

WHT
White

WHT
White

LVR
Honeycomb Louver

RAL #
Custom RAL 
Color

RAL #
Custom RAL 
Color

SUSPENDED LUMINAIRES
USE THE LINKS BELOW TO MAKE YOUR SUSPENDED 
LUMINAIRE SELECTION BASED ON EACH SPEC SHEET .

LAMPION 
MINI

URBANE
MARGO 
MINI OR 
MEGA

ATINIA 
SLIM

CIRKO

MODEL LENGTH FINISH

NL-CS
Night Lounge Linear Cross 
Section- Non-Illuminated

2
2’

BLK
Black

3
3’

BRZ
Bronze

5
5’

SLV
Silver

7
7’

WHT
White

8
8’

RAL #
Custom RAL Color

C
Custom1

LINEAR CROSS SECTION

MODEL STYLE FINISH

NL-JOI
Night Lounge Joints - Joins Poles 
to Linear Cross Sections

STD
Standard Joint

BLK
Black

OPW
Openwork Joint

BRZ
Bronze

SLV
Silver

WHT
White

RAL #
Custom RAL Color

JOINTS
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